
PAGE

1 / 3

RANGE TABLE

Unit : bar [ gauge pressure ] ● Thread       ● Clamp ※ Special measuring ranges are available on request

-1 ~ 0 bar 0 ~ 0.2 bar 0 ~ 16 bar

-1 ~ 2.5 bar 0 ~ 0.6 bar 0 ~ 25 bar

-1 ~ 4 bar 0 ~ 1 bar 0 ~ 40 bar

-1 ~ 6 bar 0 ~ 1.6 bar 0 ~ 60 bar

-1 ~ 10 bar 0 ~ 2.5 bar 0 ~ 100 bar

-1 ~ 16 bar 0 ~ 4 bar 0 ~ 160 bar

-1 ~ 25 bar 0 ~ 6 bar 0 ~ 250 bar

0 ~ 10 bar 0 ~ 350 bar

Unit : psi [ gauge pressure ] ● Thread       ● Clamp

0 ~ 5 psi 0 ~ 1000 psi

0 ~ 15 psi 0 ~ 2000 psi

0 ~ 50 psi 0 ~ 3000 psi

0 ~ 100 psi 0 ~ 5000 psi

0 ~ 500 psi

● ●

● ●

● ●

●

● ●

CODE RANGE PROCESS
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●

60 ●
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16
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0V

2.5V

● ●

● ●

● ●

10 ● ●

CODE RANGE

40

100

250

4 ● ●

6 ● ●

1.6 ● ●

2.5 ● ●

0.6 ●

1

● ●

25 ● ●

●

350 ●

●

160 ●

PROCESS

P5 ● ● P1000 ●

CODE RANGE PROCESS CODE RANGE

P50 ● ● P3000 ●

P15 ● ● P2000 ●

P500 ● ●

P100 ● ● P5000 ●
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PT3100
PRESSURE TRANSMITTER

Pressure Transmitter

RANGE ACCURACY

0 ~ 0.2 ...

350 bar

+ / -

0.5 %

MEDIA

Liquid
&

Gas

A-262, Samsong Technovalley, 140, Tongil-ro, Deogyang-gu, Goyang-si, Gyeonggi-do, 412-090, Rep. of Korea

Pressure

Thread Type

Clamp Type

SPECIFICATION

MODEL PT3100

ACCURACY ± 0.5% F.S.

±1.5% F.S. [ -1~0 to 0~2.5 bar only ]

OUTPUT DC4-20㎃

POWER 11 ~ 30VDC

MATERIAL 316SS

OPERATING TEMPERATURE -10 to 80℃

CONNECTION 1/4" NPT

1/4, 3/8, 1/2" PT Available*

1S

1.5S

PROTECTION IP65

RESPONSE TIME ≤ 1ms *=Optional
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Pressure
PRESSURE TRANSMITTER 

ACCESSORY

DIMENSION (mm) CONNECTION DIAGRAM

Thread Type

ADAPTER COOLING ELEMENT DIAPHRAGM SEAL

Clamp Type

316SS

250bar at 25℃

1/4"NPT [F] x 1/4"PT [M]

1/4"NPT [F] x 3/8"PT [M]

1/4"NPT [F] x 1/2"PT [M]

CP

316SS

Temperature Linit : -10 . . . 150℃

DT Series

홈페이지 압력계_격막식에서

DT Series 제품과 조합 가능한 제품입니다.

MODEL PD1 MODEL PD2

DISPLAY 4-Digit Red LED DISPLAY 4-Digit Red LED

ACCURACY ±0.2% F.S. ACCURACY ±0.2% F.S.

SAMPLING CYCLE 200ms SAMPLING CYCLE 200ms

INPUT DC4-20mA INPUT DC4-20mA

OUTPUT None OUTPUT DC4-20mA

AMBIENT TEMPERATURE-10 to 60℃ 2-Relays output [DC24V-1A, AC240V-0.5A]

HOUSING MATERIAL ABS Resin RS-485 [ option ]

POWER AC110/220V, 50~60Hz 1~5V DC [ option ]

DC24V [ option ] AMBIENT TEMPERATURE-10 to 60℃

FEATURE Adjustable Scale & Decimal Point HOUSING MATERIAL ABS Resin

Peak Hold POWER AC110/220V, 50~60Hz

Correction of error DC24V [ option ]

Built in Power supply for transmitter [ DC24V ] FEATURE Adjustable Scale & Decimal Point

MOUNTING Panel mounting Type Peak Hold

Correction of error

Size : 96(W) x 48(H) x 112(D) Built in Power supply for transmitter [ DC24V ]

Panel Cut : 92(W) x 45(H) MOUNTING Panel mounting Type

RELATED PRODUCTS

PD1
PRESSURE INDICATOR

Only Display

PD2
PRESSURE INDICATOR

Output Signal

PT3100
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Ordering Information

PT3100   Model

Range Code RangeCode Range Code Range Code Range

0V -1~   0 bar 0.2 0~0.2 bar

Code Range Code

P5 0~     5 psig P3000 0~3000 psig10 0~  10 bar 250 0~250 bar

P5000 0~5000 psig16 0~  16 bar 350 0~350 bar

4.0V -1~   4 bar 1 0~   1 bar

P15 0~   15 psig2.5V -1~2.5 bar 0.6 0~0.6 bar

P50 0~   50 psig25 0~  25 bar

40 0~  40 bar

10V -1~ 10 bar 2.5 0~2.5 bar

P100 0~ 100 psig6.0V -1~   6 bar 1.6 0~1.6 bar

P500 0~ 500 psig60 0~  60 bar

100 0~100 bar

25V -1~ 25 bar 6 0~   6 bar

P1000 0~1000 psig16V -1~ 16 bar 4 0~   4 bar

P2000 0~2000 psig160 0~160 bar

2.5V -1~2.5 bar 1.6 0~1.6 bar

Code Range

0V -1~   0 bar 1 0~   1 bar 25 0~  25

Code Range Code Range Code Range

P15 0~   15 psig

bar P5 0~     5 psig

P50 0~   50 psig4.0V -1~   4 bar 2.5 0~2.5 bar

P100 0~ 100 psig6.0V -1~   6 bar 4 0~   4 bar

P500 0~ 500 psig10V -1~ 10 bar 6 0~   6 bar

25V -1~ 25 bar 16 0~  16 bar

16V -1~ 16 bar 10 0~  10 bar

2   SS304L (for thread type only)

Code   Connection Port

A   Thread G1/4" (M)

Code   Wetted Parts Material

1   SS316 (thread & clamp type available)

0   Without (stdndard)

1   Adapter 1/4"PT

2   Adapter 3/8"PT

U   Thread 1/4"NPT (M), standard

C   Clamp (ISO2852) 1S or 1.5S

Code   Accessory

Code   Test Certificate

Y   Issue.

N   None.

3   Adapter 1/2"PT

4   CP

5   DT Series

  Complete Ordering CodePT3100

※ Special measuring ranges available on request

※ Thread Type

※ Clamp Type


