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SL10&sL11

PRESSURE TRANSMITTER
RANGE ACCURACY MEDIA
0~1... +/- |_|qu|d
&
600 bar 0.5 % Gas
RANGE TABLE
Unit : bar [ gauge pressure ]
SL10 SL11 e
CODE RANGE CODE RANGE CODE RANGE

1 0~1bar 40 0 ~ 40 bar 200 0 ~ 200 bar
4 0~ 4 bar 60 0 ~ 60 bar 250 0 ~ 250 bar
100 0 ~ 100 bar 600 0 ~ 600 bar

SPECIFICATION

MODEL SL10 & SL11

ACCURACY +0.5%F.S.

OUTPUT / POWER 4-20mA / 9~30vDC

WETTED PARTS MATERIAL 17-4PH

TEMPERATURE LIMIT Medium SL10:-40~125C  SL11:-20~80C

Ambient SL10:-20~80T SL11:-20~80C
Max. Medium Temperature 150 C Available* [ with cooling element ]

CONNECTION 1/4" PT
3/8", 1/2" PT Auvailable* [ with adapter ] *=Optional
DIMENSION (mm)
SL10 SL11

55 022
78 22
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PRESSURE TRANSMITTER
ACCESSORY
ADAPTER DAMPER COOLING ELEMENT

CP
316SS 316SS, Viton 316SS
250bar at 25°C 400bar at 60°C Temperature Limit : -10 ... 150°C
1/4"PT [F] x 3/8"PT [M] Max.Temp. 120°C -1...250bar
1/4"PT [F] x 1/2"PT [M] 1/4"PT [F] x 1/4"PT [M] 1/4"PT [F] x 1/4"PT [M]
Ordering Information
Code Model
SL10 SL10
SL11 SL11
% SL11 Range
Code Range Code Range
40 0~40 bar | 200 | 0~200 bar
60 0~60 bar | 250 | 0~250 bar
100 0~ 100 bar | 600 | 0~600 bar
160 0~ 160 bar
% SL10 Range |Code Range Code Range
1 0~ 1 bar | 4 0~ 4 bar
Code Accuracy
1 Z£0.5%
Code Output
1 4-20mA
Code Accessory
1 Without (std.)
2 Adapter 3/8" PT
3 Adapter 1/2" PT
4 CP
5 DAMPER
— — 1 — 1 — Complete Ordering Code
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