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EXPLOSION PROOF PRESSURE SWITCH Approvalsi
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Patent No. lﬂ-i -

LISTED GYB19.1794X
M295332
MOPEL Pozionx - \ W ST
[H £12252. ' China: 920135
PROCESS CONNECTION 1/4", 1/2" PT, NPT, PF Female
M20 x P1.5 Female
MATERIALS Housing : Die cast aluminum alloy with paint f —\—Vpe’ \P 68
Wetted parts : 316SS . P y0O
sion
| Explo
PRESSURE ELEMENT Welded type diaphragm
SWITCH FORM Micro Switch, One SPDT
Micro Switch, Two SPDT ( one setting point )
Gold Contact, One SPDT
Gold Contact, Two SPDT ( one setting point )
Hermetically Switch, One SPDT
Hermetically Switch, Two SPDT ( one setting point )
ELECTRICAL RATING Microswitch : 15amps 125/250VAC, DC125V 0.4A, DC30V 3A

Gold Contact Microswitch 1 1A 125/250VAC
Hermetically Sealed Switch  : 5A/250VAC

REPEATABILITY +1% of full scale

CONDUIT CONNECTION 1/2"NPT Female
3/4"NPT Female
M20 x P1.5 Female

TEMPERATURE LIMIT -30~205C

EXPLOSION TYPE Code A : Certificate on Housing Only [ FM Approval ]
Class I, Groups A, B, C & D; Class I, Groups E, F & G; Class Ill; NEMA 4
Code B : Taiwan Explosion Proof Certification
ExdIIB+ H2T6 Gb
Code E  : International IECEX Certification
Ex db 1B + H2 T6 Gb; Ex tb 11IC T85C Db
Code X : Europe Union ATEX Certification
112G DExdbIIB+H2T6Gb; 112G D Exth I1IC T85C Db
Code U : UL Certification
Class I, Division 1, Groups A, B, C & D; Class Il, Division 1, Groups E, F «
Code G : China Explosion Proof Certification
Ex d IIB + H2 T6 Gb; Ex tD A21 IP6X T85C

CODE ADJUSTABLE RANGE DEAD BAND [ unit : psi ] MAX. PRESSURE PROOF
04R 2~ 12 psig 0.2~0.4 1000 psig
10R 2 ~ 16 psig 0.2~0.5 1000 psig
20R 2 ~ 20 psig 0.3~0.6 1000 psig
30R 3~ 28 psig 0.3~0.8 1000 psig
40R 7 ~ 100 psig 0.7~2.0 1000 psig
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EXPLOSION PROOF PRESSURE SWITCH
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*Note. *Note.
For Explosion type A. For Explosion type B, E, X, U and G.
(Certificate on Housing only)

Construction Drawing Range Setting Method
;Vgif:nical Conduit
element connection
—sg |

Decrease pressure

Pressure setting
hexagon Increase pressure

Process Installed Instruction

Pipe

|$| 2
/ Pipe
Lpsidig 9

Correct : "Vertical" installation Error : "Horizontal" installation
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I S2100X Pressure 3/3
EXPLOSION PROOF PRESSURE SWITCH
Ordering Information
PS2100X Model
Code Range Code | Range
04R 2~ 12psi 30R 3~ 28 psi
10R 2~ 16 psi 40R 7 ~ 100 psi
20R 2~ 20 psi
Code Wetted Parts Material
A SS316
Code Process Connection Code Process Connection
1 1/2"NPT Female 5 1/2"PT Female
2 1/4"NPT Female 6 1/4"PT Female
3 1/2"BSP Female 7 M20 x P1.5 Female
4 1/4"BSP Female
Code Conduit Connection
E 3/4"NPT Female (standard)
F 1/2"NPT Female
G M20 x P1.5 Female
Code | Switch Form Code | Switch Form
1 Micro Switch, 1 SPDT 2 Micro Switch, 2 SPDT(1 setting)
3a | Gold Contact, 1 SPDT 3b | Gold Contact, 2 SPDT(1 setting)
4a| Hermetically Switch, 1 SPDT 4b Hermetically Switch, 2 SPDT(1 setting)
Code Explosion Proof Type
Certificate on Housing Only [FM Approval]
A Class I, Groups A,B,C&D; CIASS Il, Groups
E,F&G; Class I1l; NEMA 4X
B Taiwan Explosion Proof Certification
Exd IIB + H2 T6 Gb
E International IECEX Certification
Exdb IIB + H2 T6 Gb; Ex th 111C T85 °C Db
Europe Union ATEX Certification
X 112G DExdbIIB+H2T6Gb; 112G D Extb
111IC T85 °C Db
UL Certification
U |Class I, Division 1, Groups A,B,C&D; CIASS II,
Division 1, Groups E,F&G
G China Explosion Proof Certification
Ex d IIB + H2 T6 Gb; Ex tD A21 IP6X T85 C
Code Set Point
OO unit
Code Type
1 up ON
2 down ON
Code Test Cer.
Y Issue.
N None.
[
Complete
PS2100X — A — — — — — — — Ordering
Code

Pressure Switch
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