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Psa2100x

EXPLOSION PROOF PRESSURE SWITCH Approvals:
~ ABS
RANGE SWITCH MEDIA TYPE APPROVED PRODUCT
2~12 ... One L|qu|d
& TD0400T]
L Gas o

@IZGDC€0539 i
ol
Patent No

LISTED GYB19.1794X
© Switches with UL & CSA m%gigg%
N, § China: 920135
SPECIFICATION
pre’\P68
MODEL PSA2100X ion Proo
EXD\OS‘O

PROCESS CONNECTION 1/4", 1/2" PT, NPT, PF Female

M20 x P1.5 Female
MATERIALS Housing : Die cast aluminum alloy with paint

Wetted parts : 316SS
PRESSURE ELEMENT Welded type diaphragm
SWITCH FORM One SPDT
ELECTRICAL RATING 20Amp@125, 250 or 480VAC; 5Amp, DC125V
CONDUIT CONNECTION 1/2"NPT Female

3/4"NPT Female
M20 x P1.5 Female

TEMPERATURE LIMIT -30~205C

EXPLOSION TYPE Code A : Certificate on Housing Only [ FM Approval ]
Class I, Groups A, B, C & D; Class I, Groups E, F & G; Class Ill; NEMA 4X
Code B : Taiwan Explosion Proof Certification
ExdIIB + H2T6 Gb
Code E  : International IECEX Certification
Ex db 1B + H2 T6 Gb; Ex tb 11IC T85C Db
Code X : Europe Union ATEX Certification
112G DExdb1IB+H2T6Gb; 112G D Exth I1IC T85T Db
Code U : UL Certification
Class I, Division 1, Groups A, B, C & D; Class Il, Division 1, Groups E, F & G
Code G : China Explosion Proof Certification
Exd 1B + H2 T6 Gb; Ex tD A21 IP6X T85C

CODE ADJUSTABLE RANGE DEAD BAND "E" POSITION | MAX. PRESSURE PROOF
04R 2~ 12 psig 12~3 1000 psig
10R 2 ~ 16 psig 16~4 1000 psig
20R 2 ~ 20 psig 2~5 1000 psig
30R 3~ 28 psig 28~7 1000 psig
40R 7 ~ 100 psig 9.9~284 1000 psig
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EXPLOSION PROOF PRESSURE SWITCH
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*Note. *Note.

For Explosion type A. For Explosion type B, E, X, U and G.
(Certificate on Housing only)

Differential
Adjustment Micro Switch 20AMP
o] oL o Actuator
"E" Position Set Point Adjuster
*Note.
The Picture and dimensions is for
Explosion type A ( Certificate on Housing only ).

E-Light D-Strong Other type is on request.

Process Installed Instruction

= —
Pipe “{ll[
—
/
/ Pipe
LR pdod Pid
Correct : "Vertical" installation Error : "Horizontal" installation
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PsaA2100x

EXPLOSION PROOF PRESSURE SWITCH

Ordering Information

Pressure
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PSA2100X | Model
Code Range Code | Range
04R 2~ 12 psi 30R 3~ 28psi
10R 2~ 16 psi 40R 7 ~ 100 psi
20R 2~ 20 psi
Code Wetted Parts Material
A SS316
Code Process Connection Code Process Connection
1 1/2"NPT Female 5 1/2"PT Female
2 1/4"NPT Female 6 1/4"PT Female
3 1/2"BSP Female 7 M20 x P1.5 Female
4 1/4"BSP Female
Code Conduit Connection
E 3/4"NPT Female (standard)
F 1/2"NPT Female
G M20 x P1.5 Female
Code Switch Form
1 One SPDT
Code Explosion Proof Type
Certificate on Housing Only [FM Approval]
A Class I, Groups A,B,C&D; CIASS Il, Groups
E,F&G; Class I1l; NEMA 4X
B Taiwan Explosion Proof Certification
ExdIIB+ H2 T6 Gb
E International IECEXx Certification
Ex db I11B + H2 T6 Gb; Ex tb I1IC T85 °C Db
Europe Union ATEX Certification
X 112G DExdbIIB+H2T6Gb; 112G D Extb
11IC T85 °C Db
UL Certification
U |Class I, Division 1, Groups A,B,C&D; CIASS II,
Division 1, Groups E,F&G
G China Explosion Proof Certification
Exd IIB + H2 T6 Gb; Ex tD A21 IP6X T85 C
Code Set Point
O0o4a unit
Code Type
1 up ON
2 down ON
Code Test Cer.
Y Issue.
N None.
[
Complete
PSA2100X — — A — i — 1 — — — — Ordering
Code

Pressure Switch
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