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SPECIFICATION

MODEL TST-20.0

ACCURACY ≤ 0.15% F.S. ( BFSL )

≤ 0.50% F.S.

≤ 0.25% F.S.*

OUTPUT 0~10V DC

0~5V DC*

0.5~4.5V DC ratiometric*

POWER 0~10 & 0~5V : 12…32V DC

0.5~4.5V : 5V DC

MATERIAL Sensor element : Stainless steel

Wetted parts : 17-4PH

Gasket ring : FKM-Viton

TEMPERATURE RANGES Media : -40 ~ 125℃

: Max.200℃* [ with cooling element ]

Ambient : -40 ~ 105℃
Storage : -40 ~ 105℃
Compensated : -20 ~ 85℃
Total Error : 2.0% of range [ @-40℃ ]

: 2.0% of range [ @105℃ ]

CONNECTION 1/4" PF

1/4", 3/8", 1/2" PT Available* [ with adapter ]

1/4", 3/8", 1/2" NPT Available* [ with adapter ]

RESPONSE TIME ≤ 1ms ( 10…90% )

SHOCK RESISTANCE 1000 g according to IEC 68-2-32

VIBRATION RESISTANCE 20 g according to IEC 68-2-6 and IEC 68-2-36

APPROVAL CE

GL* : TST-16.0 *=Optional
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TST-20
PRESSURE TRANSMITTER

Pressure Transmitter

A-262, Samsong Technovalley, 140, Tongil-ro, Deogyang-gu, Goyang-si, Gyeonggi-do, 412-090, Rep. of Korea

Pressure

with Cooling Element

ACCURACY

+ / -

0.5 %

MEDIA

Liquid
&

Gas

0~10 V

OUTPUT

RANGE TABLE

Unit : bar [ gauge pressure ] ※ Special measuring ranges available on request

0 ~ 0.6 bar 0 ~ 60 bar -1 ~ 0 bar

0 ~ 1 bar 0 ~ 100 bar -1 ~ 1 bar

0 ~ 2 bar 0 ~ 160 bar -1 ~ 2 bar

0 ~ 4 bar 0 ~ 200 bar -1 ~ 5 bar

0 ~ 6 bar 0 ~ 250 bar -1 ~ 10 bar

0 ~ 10 bar 0 ~ 400 bar -1 ~ 16 bar

0 ~ 16 bar 0 ~ 600 bar -1 ~ 25 bar

0 ~ 20 bar 0 ~ 1000 bar -1 ~ 40 bar

0 ~ 40 bar

RANGE

0.6 60 V0

CODE RANGE CODE RANGE CODE

4 200 V5

6 250 V10

1 100 V1

2 160 V2

20 1000 V40

40

10 400 V16

16 600 V25

Made in Germany

Messtechnik

Approvals

Applications
 General industrial applications
 Mechanical engineering
 Hydraulics and  pneumatics
 Plant engineering and automation technology
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Pressure
PRESSURE TRANSMITTER

TST-20

MVS/A [ IP65 ] MVS/C [ IP65 ] Connector [ IP67 ] Cable outlet

DIN EN 175301-803 DIN EN 175301-803 M12x1 (S763) [ IP67 or IP69K ]

ELECTRICAL CONNECTION
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Pressure
PRESSURE TRANSMITTER

CONFIGURATION

MVS/A MVS/C M12x1[ Std. ]

ACCESSORY

ADAPTER DAMPER COOLING ELEMENT

316SS

250bar at 25℃

1/4"PF [F] x 1/4"PT [M]

1/4"PF [F] x 3/8"PT [M]

1/4"PF [F] x 1/2"PT [M]

1/4"PF [F] x 1/4"NPT [M]

1/4"PF [F] x 3/8"NPT [M]

1/4"PF [F] x 1/2"NPT [M]

316SS, Viton

400bar at 60℃

Max.Temp. 120℃

1/4"PT [F] x 1/4"PT [M]

CP

316SS

Temperature Limit :  -10 . . .  200℃

-1 . . . 250bar

1/4"PF [F] x 1/4"PT [M]

TST-20
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Pressure
PRESSURE TRANSMITTER

Ordering Information

TST-20.0   TST-20.0 (std.)

TST-16.0   TST-16.0 (GL APPROVAL)

Code   Accuracy

Code   Model

Code Range Code Range Code Range

1   ±  0.5% (std.)

2   ±  0.25%

Code Range Code Range

V25 -1 ~25 bar

1 0~   1 bar 20 0~ 20 bar 250

200 0~200 bar V0 -1 ~  0 bar0.6 0~0.6 bar 16 0~ 16 bar

-1 ~40 barV40

bar V2 -1 ~  2 bar2 0~   2 bar 40 0~ 40 bar 400 0~400

0~250

10 0~ 10 bar 160 0~160

bar V1 -1 ~  1 bar

bar

6 0~   6 bar 100 0~100 bar 1000 0~1000 bar

bar 600 0~600 bar V5 -1 ~  54 0~   4 bar 60 0~ 60

Code   Electrical Connection

1   MVS/A (std.)

V10 -1 ~10 bar

bar V16 -1 ~16 bar

Code   Output

1   0~10VDC (std.)

2   MVS/C

3   Cable

4   M12x1

7   CP

2   Adapter 1/4"PF(F) x 3/8"PT(M)

3   Adapter 1/4"PF(F) x 1/2"PT(M)

4   Adapter 1/4"PF(F) x 1/4"NPT(M)

Code   Accessory

0   Without (std.)

1   Adapter 1/4"PF(F) x 1/4"PT(M)

2   0~5VDC

3   0.5~4.5VDC

8   Damper

  Complete Ordering Code

5   Adapter 1/4"PF(F) x 3/8"NPT(M)

6   Adapter 1/4"PF(F) x 1/2"NPT(M)

※ Special measuring ranges available on request


