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SPECIFICATION

MODEL NBCT100-M

NBCT100-MS

NBCT100-N

NBCT100-O

ELEMENT TYPE PT100Ω

ACCURACY DIN IEC751 Class A or B or C 

MEASURING RANGE Class A : -30 ~ 250℃ [ for model NBCT100-M or MS or N ]

Class B : -20 ~ 200℃ [ for model NBCT100-M or MS or N ]

Class C : -20 ~ 120℃ [ for model NBCT100-O only ]

TEARING STRENGTH 150 lb/in2

INSTALLATION Self-Adhesive : -30 ~ 200℃
Silica Gel : up to 200℃

WIRE Teflon : -40 ~ 180℃

PVC : -20 ~ 105℃

CONNECTOR Cable [ for model NBCT100-M or MS or N ]

Connector* [ for model NBCT100-M or MS or N ]

Junction Box* [ for model NBCT100-M or MS or N ]

Terminal [ for model NBCT100-O only ] *=Optional
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NBCT100
Surface Mounting Thermal Sensor

Surface Mounting Thermal Sensor

RANGE ELEMENT

-30 ...

250 ℃

PT

100Ω

ACCURACY

A or B or C

A-262, Samsong Technovalley, 140, Tongil-ro, Deogyang-gu, Goyang-si, Gyeonggi-do, 412-090, Rep. of Korea

Temperature

NBCT100

DIN IEC751

Class

NBCT100-M NBCT100-MS

NBCT100-O NBCT100-N

CABLE CONNECTOR TERMINAL

JUNCTION BOX

M, MS, N Type M, MS, N Type

M, MS, N Type

O Type

Type

M

MS

N

O

Diameter

40 x 40 mm

40 x 40 mm

10 x 25 mm

55 x 55 mm
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NBCT100

Surface Mounting Thermal SensorTel +82-2-6387-7500~2          Fax  +82-2-2275-2832           E-mail  bizinfo.inst@gmail.com NURITECH
www.nrtech.co.kr A-262, Samsong Technovalley, 140, Tongil-ro, Deogyang-gu, Goyang-si, Gyeonggi-do, 412-090, Rep. of Korea

Temperature
Surface  Mounting  Thermal  Sensor

USE EXAMPLES

Temperature Detect for

Medical Chill Box

Unusual Temperature Detect for

Communications Room

Temperature Detect for

UPS Room
Unusual Temperature Detect for

Communications Control Room

DC4-20mA or 1~5V DC

2-Alarm

RS-485

UNUSUAL TEMPERATURE DETECT

Large UPS Electric Power Bus High Pressure Fuse Heat Sink

Voltage Capacitor Transformer High Voltage Cable IC Board

Motor Overheat Low Pressure Fuse Solar Panels Endothermic Steam Pipe

NBCT100
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NBCT100

Surface Mounting Thermal SensorTel +82-2-6387-7500~2          Fax  +82-2-2275-2832           E-mail  bizinfo.inst@gmail.com NURITECH
www.nrtech.co.kr A-262, Samsong Technovalley, 140, Tongil-ro, Deogyang-gu, Goyang-si, Gyeonggi-do, 412-090, Rep. of Korea

Temperature
Surface  Mounting  Thermal  Sensor

ADHESIVE TECHNOLOGY

1. Clean the surface with the 

cleaning naphtha.
2. Wipe clean. 3. Paste the thermal sensor. 4. Press and stick around.

NBCT100

Ordering Information

NBCT100   Model

Code   Signal Output

Code   Dimensions / Type

M   40 x 40mm   / Leading Wire Type

MS   40 x 40mm   / Leading Wire Type (for ambient temperature)

O   55 x 55mm   / Treminal Type

N   10 x 25mm   / Leading Wire Type

Code   Wire Length / Material

P   PT100Ω

Code   Class / Measuring Temperature

A   -30~250℃ [for model M or MS or N]

B   -20~200℃ [for model M or MS or N]

C   -20~120℃ [for model O only]

1   Treminal [for model O only]

1   3M  /  Teflon Wire

2   3M  /  PVC Wire

3   Terminal [ for model O only]

S   Specific

Code   Connector

2   Junction Box

3   Connector

N   Cable

Code   Test Certificate

Y   Issue.

N   None.

  Complete Ordering CodeNBCT100 P


