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VmPs, vviPF

TURBINE FLOW SENSOR

SIZE OUTPUT FLUID
3/8 inch
t Pulse Liquid
4inch

5= VMPS
SPECIFICATION ‘ /
MODEL VMPS / VMPF
APPLICATION Liquid
SIZE VMPS : 3/8 ~ 2 inch

VMPF :1~4inch

VMPS : PT Female Thread
VMPF : JIS / ANSI Flange

PROCESS CONNECTION
ACCURACY < 1.0% of rdg.
REPEATABILITY < 0.1% of rdg.

Body & Supports : SS304
MATERIAL Rotor : CD4MCu
Shaft & Bearings : Tungsten Carbide

OUTPUT Pulse (PNP, 3-wire)
VMPS : 63 Bar
MAX. PRESSURE VMPF : Flange Rule
FLUID TEMPERATURE -20...+120°C
AMBIENT TEMPERATURE -10...+60°C
POWER SUPPLY 12 -24VDC

FLOW RANGE & METER SIZE

Flow Range Meter Size ( PT Female Thread ) Length
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VmMPS/VMPF Flow

TURBINE FLOW SENSOR

VMPF
Flow Range Meter Size (JIS / ANSI Flange) Length
( arfor) 25A | 32A | 40A | 50A | 65A | 80A | 100A (L, mm )
1~10 ®
15~ 15 ()
150
2~20 ®
4 ~ 40 ®
7~170 () 170
10 ~ 100 [ ] 200
20 ~ 200 [ ] 220
RELATED PRODUCTS
Model Display Input Output Power
. . DC4-20mA
Flow Indicator RS485
DC4-20mA, Pulse
EM 2 Lines Back-Lighted LCD Pulse 2-Relay %%2225\\//
Flow Indicat Flow Rate & Totalizer DC1~5v DC12V
ow Indicator RS485 / 232
- DC4-20mA
FST 5;%3';21‘:3(')‘5'3 Pulse 2-Relay AC220V
Flow Indicator y DC1~5V
. . AC220V
BM 2 Lines BB:tZ';LT'gtr;ed LCD Pulse 2-Batch Relay DC24V
Batch Counter DC12v
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