Ber-1~3

TURBINE FLOW SENSOR

Flow

FLOW RANGE CONNECTION FLUID
0.08 ~1.6 LPM
0.15~3.0LPM 1/4"PF(F) Liquid
0.25~5.0 LPM
SPECIFICATION
MODEL BGT-1/BGT-2/BGT-3
APPLICATION Liquid
BGT-1:0.08 ~ 1.6 L/min
FLOW RANGE BGT-2:0.15 ~ 3.0 L/min
BGT-3:0.25 ~ 5.0 L/min
CONNECTION 1/4"PF Female Thread
BGT-1:1.15 mn
INSIDE DIAMETER (INLET) BGT-2:2.0mn
BGT-3:3.7mm
ACCURACY <2.0%FS.
REPEATABILITY <0.2%F.S.

MATERIAL

PULSE OUTPUT TYPE

PULSE OUTPUT RESOLUTION

MAX. PRESSURE

FLUID TEMPERATURE

Body : Brass / Impeller : PVDF
Axle : SS303 / O-Ring : Silicone

PNP Hall Effect 3-wire, 5-24Vdc, 25mA max.

BGT-1: 2000 Pulses/L
BGT-2 : 980 Pulses/L
BGT-3 : 438 Pulses/L

20 Bar

-10 ... +100°C

Electrical Connection
» PIN 1:5-24Vdc+
» PIN@: Signal Out +
» PIN 2 : GND

5-24 Vdc + GND

Signal Out +

DIMENSION ()

59.

1/4"PF(F)
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TURBINE FLOW SENSOR

RELATED PRODUCTS

Model Display Input Output Power
. . DC4-20mA
Flow Indicator RS485
DC4-20mA, Pulse
EM 2 Lines Back-Lighted LCD Pulse 2-Relay AI‘DCCZZZ:)\\//
Flow Indicat Flow Rate & Totalizer DC1~5V DC12V
ow Indicator RS485 / 232
- DC4-20mA
FST 5:'3(:\?\;3;?2(!'5'3 Pulse 2-Relay AC220V
Flow Indicator Y DC1~5V
. . AC220V
BM 2 Lines Back-Lighted LCD Pulse 2-Batch Relay DC24V
Batch Total
Batch Counter DC12v
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